
DESCRIPTION

Easily seal vertical penetrations using our prefabricated pitch pans.  
Since most roof failures occur at points of penetration, it’s critical 
to have a high-quality pitch pan that will perform on the rooftop. 
Prefabricated pitch pans results in your crews not having to sacrifice 
quality for time savings. Your customers will get the same high-
performing, hand-welded seal around every rooftop protrusion.
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STOCK PRODUCTS*

PRODUCT HEIGHT DIAMETER FLANGE

6" Round Pitch Pan – 2 piece 2” 6” 6”

9" Round Pitch Pan – 2 piece 2” 9" 6”

12" Round Pitch Pan – 2 piece 2” 12” 6”

*Available in white, gray and tan.

ROUND PITCH PAN 
Stock & Custom

SQUARE PITCH PAN 
Custom only

STORAGE & HANDLING

Store SENTINEL® PVC P150 Pitch Pans in a cool, shaded area  
and cover with a light-colored breathable, waterproof tarpaulin.  
Products that have been exposed to the elements must be prepared 
with PVC  membrane cleaner prior to heat welding. 

Round Pitch Pan 

  Split   Non-split   2-Piece

Measurements: 
Height (H) 
Diameter (D)
Flange (F)

Color:
  White   Gray   Tan

CUSTOM SPECIFICATIONS

SENTINEL® PVC P150 Pitch pans can be made to order and are 
available in white, gray and tan. Specify whether a round or square  
pan is desired. NOTE: Please provide measurements in inches only, 
in ¹/₈ increments. Make sure that the measurements provided are of 
the outside diameter. 

Square Pitch Pan 

  Split   Non-split   2-Piece

Measurements: 
Height (H) 
Side 1 (S1) 
Side 2 (S2)
Flange (F)

Color:
  White   Gray   Tan

SENTINEL® PVC P150 Pitch Pans
 

High-quality, Prefabricated and Custom PVC Flashing details 
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PERFORMANCE
ROOF SYSTEMS TM

REV. 02.22


